COUPLING CONNECTOR AMV-C (K)(M)(P) 800PB
UP TO 42 KV 630 A - 1250 A

AMV-C 18

Ordering instructions
The complete (K)(M)(P) 800PB/G coupling

connector kit comprises 3x the following
components:
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Separable Voltage Current CurrentIr (A) Conductor sizes

connector Um Ir chbfg)fr'"fﬁofﬁﬁiﬁk- 5 (mm?)

I’ype (kV) (A) conductor contact min. max.

AMV-C-800PB/G 12 630 1250 35 300

AMV-CK800PB/G 24 630 1250 35 300

AMV-C-M800PB/G 36 630 1250 50 300

AMV-C-P8O0OPB/G 42 630 1250 50 300

Separable connector comprising: ©  Insulating EPDM layer moulded * The kit also comprises silicone grease,

@  Interface designed to fit 480TB, between the insert and the jacket. field contr.ol mastic, installgﬁon rod,
484TB and 489TB connectors. @  Cable reducer. gloves, wipers, roll adhesive tape,

@  Contact rod. Conductive EPDM cap. installation instructions and crimp chart.

®  Conductor contact. ©  Basic insulating plug

@  Conductive EPDM insert. (with VD point).

®  Conductive EPDM jacket. @  Earthing lead.
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